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Update Installation Instructions for the RLC-Club

To update the software in your RLC-Club controller, follow the following steps.  Please note that
after installing the update chip, you will have to re-initialize the controller and re-program it; all of
the current settings will be lost.  

Take notes about any settings that you will want to restore after re-initializing the
controller.
Note that the EPROMs and other chips in the controller are static sensitive.  Be careful to
ground yourself before handing any of the chips or touching the circuit board.
Turn the power off and remove the EPROM, taking note of which end has a notch in it.  It
is the chip with the white label on it, in socket U25.  Be careful not to bend the legs on the
EPROM.
Install the new EPROM.  If the legs are too wide to fit in the socket, use a flat surface to
bend them inward slightly rather than trying to force it into the socket.  MAKE SURE
THAT YOU GET THE NOTCH IN THE TOP OF THE CHIP IN THE RIGHT WAY. 
Do not go by the label; they sometimes get put on backwards.  If you plug the EPROM
the wrong way, it will probably ruin it and might damage the controller.
Hold the button labeled “Initial” while turning the power back on.  This will initialize the
memory with the proper settings for the new software version.  If you do not initialize it, it
will not work correctly.  If you have a transmitter connected, you should hear the
controller speak “I N I T”.  If you have the serial port connected, you should see the
message “RE-INITIALIZING...All values returned to factory defaults.”
Re-program the controller with your ID and other settings.
If you can’t get the new version to work, try going back to the older version to make sure
that it is the upgrade that caused the problem.  Once you get the new version working,
you must send back the old EPROM or pay us for it (the normal upgrade fee does not
cover the cost of the EPROM) or you may not receive any future upgrades.

If you have any questions or comments, please let one of us know.

Steve Strobel


