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Autopatch, Set the Predial Digits and Timing (115)�
�
13�
-�
19�
�
Autopatch, Set Up Reverse Autopatch Ring (136)�
�
13�
-�
17�
�
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Autopatch, Set Whether to Send Predial Digits for auto slot (126)�
�
13�
-�
13�
�
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�
17�
-�
4�
�
Control, The Force Execution Digit�
�
17�
-�
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�
2�
-�
6�
�
Disconnect one Port from Another Port (002)�
�
14�
-�
1�
�
Doug Hall RBI-1 & RLC-ICM Routines�
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DVR, Erase DVR Tracks (174)�
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�
20�
-�
3�
�
Event, Event Table�
�
20�
-�
6�
�
Event, Notes About the Event Triggers�
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�
12�
-�
20�
�
I/O, Recall Analog Line Configuration (108)�
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�
12�
-�
10�
�
I/O, Set Resolution For Analog Input (101)�
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-�
18�
�
Macro, Automatic Macro 401 (used to speak "Autopatch")�
�
8�
-�
18�
�
Macro, Automatic Macro 402 (speak pauses after No. readback)�
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�
1�
-�
17�
�
Monitoring a Port�
�
3�
-�
1�
�
Mute and Cover Tone are set for each transmitter�
�
3�
-�
2�
�
Mute Bypass, DTMF�
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Pre-Access, Allow Access to a Port that Requires Preaccess (074)�
�
9�
-�
3�
�
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Pre-Access, Configure a Repeater for Preaccess (070)�
�
9�
-�
4�
�
Pre-Access, Disable Preaccess Requirements for a Port (072)�
�
9�
-�
6�
�
Pre-Access, Isolate a Port from the Rest of the System (077)�
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